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Pedestrian Power
Pallet Trucks

1.3 - 2.0 tonnes

NOTE: Performance specifications may vary depending on standard manufacturing tolerances, vehicle condition, types of
tyre, floor or surface conditions, applications or operating environment. Trucks may be shown with non-standard options.
Specific performance requirements and locally available configurations should be discussed with your distributor of
Mitsubishi forklift trucks. Mitsubishi follows a policy of continual product improvement. For this reason, some materials,
options and specifications could change without notice.
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* Mitsubishi Forklift Trucks has won four 
separate Fork Lift Truck Association Annual
Awards for Excellence covering the areas of

Ergonomics, the Environment and Innovation.

Developed for outstanding performance and genuine
value for money, the award-winning* range of
Mitsubishi forklift trucks and warehouse equipment
is built to a higher specification to maximise
productivity and ensure utter reliability… whatever
the application.

It’s what you’d expect from one of the world’s largest
corporations whose companies are at the leading edge
of technologies where performance, quality and
dependability can never be compromised. 

It means that, from a single safe source, we can meet
98% of all handling requirements, supplied to you via
a range of competitive finance options including
outright purchase, rental or leasing. So your local
dealer can advise you on precisely the right product for
your application… and your budget.

Moreover, because we understand how much you
depend on your Mitsubishi forklift truck, we deliver the
highest levels of customer support. 

Through a network of carefully selected dealerships,
we provide quality maintenance and customer care
programmes including an Extended Powertrain
Warranty that guarantees complete peace of mind.
Every dealership holds extensive stocks of
manufacturer-approved parts, backed by a central
store that holds literally millions of items constantly in
stock and achieves a first-pick fulfilled rate of 97%. So
your truck can be fixed first time, virtually every time.

You can find your nearest dealer at 
www.mitforklift.com 

Applications
Mitsubishi pedestrian power pallet trucks are
perfectly designed for loading and unloading
lorries, carrying loads over moderate
distances and even (in the case of the two
lighter versions) transporting on the lorry for
use at the load’s destination.

Depending on the scale of your operation, you
can opt for the lighter (1.3 tonne), medium
(1.6 tonne) or heavier (2.0 tonne) duty
version.  Each is perfectly suited to shuttle
movement over approximately 20 metres.

PBP13M
This highly affordable truck is ideal for anyone
upgrading from a hand pallet truck.  It is light
enough to use on shop floors, while its high
stability – thanks to two castor wheels next to
the drive wheel – allows it to operate on
uneven surfaces in stores, warehouses and
loading docks.  The standard specification
includes two maintenance-free gel batteries
and an inbuilt charger.

PBP16M
Like the PBP13M, this is a compact machine
which is suited for use in confined situations
such as small retail operations and stores.  Its
extra power accommodates heavier loads and
longer shifts.

PBP20M
Developed for more intensive use, and with a
greater lift capacity, this truck has suitable
dimensions for operation in small stores as
well as servicing of larger retail operations.

PBP20MR
The foldable platform of the PBP20MR
enables the driver to ride on the truck for
occasional longer travel distances.
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Mitsubishi
PBP13M

1300
600
959
1173

1500
962/576
40/198

P/P
85x90
230x70
100x40
2/1x+2

503
370

115
-

820/1300
85

1506
356
700

50/150/1150
520
35

1591
2151
1791
2017
1350

5,8/6,0
0,039/0,052
0,070/0,022
10,0/20,0

0,6
1,0

2x12 / 35
30

Mitsubishi
PBP20MR
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1370
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1600/940
115/425

Vul/Vul
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10,0/20,0
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1,0

24/180-240
170-200

PBP13M

PBP16/20M

PBP20MR

PBP20MRPBP16/20MPBP13M
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Magn. brake Magn. brake Magn. brake Magn. brake 

Stepless Stepless Stepless Stepless

Battery
Pedestrian

Battery
Pedestrian

Battery
Pedestrian

Q (kg)
c (mm)
x (mm)
y (mm)

kg
kg
kg

b10 (mm)
b11 (mm)

h3 (mm)
h7 (mm)
h14 (mm)
h13 (mm)
l1 (mm)
l2 (mm)
b1/b2 (mm)
s / e / l (mm)
b5 (mm)
m2 (mm)
Ast3 (mm)
Ast3 (mm)
Wa (mm)
b13 (mm)
l7 (mm)

km/h
m/s
m/s

%

kW
kW

V /Ah
kg

Characteristics
Manufacturer (abbreviation)
Manufacturer’s model designation
Power source: (battery, diesel, LP gas, petrol)
Operator type: pedestrian, (operator)-standing, -seated
Load capacity
At load centre
Load wheel axle to fork face (forks lowered)
Wheelbase
Weight
Truck weight with nominal load & battery
Axle loadings with nominal load & battery, drive/load side
Axle loadings without load & with battery, drive/load side
Wheels, Drive Train
Tyres: P=Polyurethan, PT=Power Thane, Vul=Vulkollan, drive/load side
Tyre dimensions, front
Tyre dimensions, rear
Castor wheel dimensions (diameter x width)
Number of wheels,  front/rear  (x=driven) 
Track width (centre of tyres), load side
Track width (centre of tyres), drive side
Dimensions
Lift height (see tables)
Seat height or platform height
Height of tiller arm (min./max.)
Fork height, fully lowered
Overall length
Length to fork face (includes fork thickness)
Overall width
Fork dimensions (thickness, width, length)
Outside width over forks (minimum/maximum)
Ground clearance at centre of wheelbase, with load  (forks lowered)
Working aisle width (Ast3) with 1000 x 1200 mm pallets, load crosswise, platform up/down
Working aisle width (Ast3) with 800 x 1200 mm pallets, load lengthwise, platform up/down
Turning circle radius
Minimum distance between centres of rotation
Truck length over load legs
Performance
Travel speed, with/without load
Lifting speed, with/without load
Lowering speed, with/without load
Gradeability, with/without load
Service brakes (mechanical/hydraulic/electric/pneumatic)
Electric motors
Drive motor capacity (60 min. short duty)
Lift motor output at 15% duty factor
Battery voltage/capacity at 5-hour discharge
Battery weight
Miscellaneous
Type of drive control

● AC (alternating current) driven motor means
lower maintenance requirements, lower
energy consumption and greater power 
– as well as excellent traction and ramp
performance.

● Programmable electronic controller allows
truck to be tailored to each application for
optimum performance.

● Regenerative braking reduces energy loss 
– maximising output from each shift.

● Built-in diagnostics and easy service access
to all components reduces downtime and
increases productivity.

● Tapered fork tips and robust, welded fork
construction for smooth pallet entry and
long life.

● Compact dimensions, ergonomically
designed tiller arm, short powerhead and
excellent fork tip visibility give operator total
and effortless control.

● The platform of the PBP20MR folds up after
use to make it possible to work in confined
area's and still have the benefits of a ride on
platform.

Options
In addition to the impressive list of standard features,
the following options are available on the PBP range:

● Choice of drive and load wheels for different
applications

● Cold storage modification (class III, -35°C)

● Moisture resistance modification

● Pallet entry and exit rollers

● Battery changing carousel

● Load back rest

● Tiller arm lock bypass

● Hour meter / battery discharge indicator

● Inbuilt charger

● Wide variety in fork lengths and fork widths

● Battery charger set to be installed in a lorry
(8A)

Main features

Ast3 = Wa-x+l6+a
a = Safety clearance (200 mm)
l6 = Pallet length




